
Drive unit: 1 x 12” ultra-flat high power driver
Frequency response: 40-100 Hz
Impedance: 8 Ω
Power handling: 400 W
Max.SPL@1m@40Hz: 104 dB
Max.SPL@1m@20Hz: 91 dB
Connector: Pair of binding posts
Dimensions: 587 x 367 x 103 mm
Weight: 20 kg
Option 1: In-wall kit

Raijuu 1

Loudspeakers

Copyright: Screen Excellence Ltd. 136 Bentwaters Parks, Rendlesham, Suffolk, IP12 2TW, UK Version 1.5

Raijuu

Drive unit: 1 x 18” high power driver
Frequency response: 20-100 Hz
Impedance: 8 Ω
Power handling: 1400 W
Max.SPL@1m@40Hz: 120 dB
Max.SPL@1m@20Hz: 110 dB
Connector: Speakon 2
Dimensions: 650 x 550 x 349 mm
Weight: 40 kg

Raijuu 2
Drive unit: 1 x 18” high power driver
Frequency response: 20-150 Hz
Amplifier: 1600 W into 8 Ohms
Max.SPL@1m@40Hz: 120 dB
Max.SPL@1m@20Hz: 110 dB
Connector: XLR balanced input
Dimensions: 650 x 550 x 349 mm
Weight: 44 kg

Raijuu 2A
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